
 

 

Eubanks 
MODEL 16800-01 HEAVY-DUTY MOTORIZED COILING STATION 

 
The 16800 Heavy-Duty Motorized Coiling Station is primarily designed to collect and coil large gauge wires.  Managing large wires is 
difficult and managing large gauge, long length wires is not only time consuming but tiresome.  The longer the length of the wire the 
heavier the coil weights.  The 16800 Station can collect and manage coils with a maximum weight up to 75 lbs. (34 kg).  It is an ideal 
accessory for our large wire air powered strippers’ models 2900-05, 2940-05, 4000-05 and Model 4040-05. 
 

The 16800 Coiling Station starts and stops in response to a signal from the stripper.  It coils properly even during the rapid start-stop 
action encounter when marking wire.  A Capstan/Coil Forming Frame inside the 16800 Station not only helps form the coil, but also 
pulls the trailing end of the wire or cable free and out from the stripper.  The capstan also suspends the coil providing plenty of 
clearance underneath the coil for comfortably grabbing it, and pulling it out of the pan.  Capstans can be custom made through special 
order to accommodate various size coil diameters. 
 

CONTROL 
For comfort the 16800 Control Box is adjustable both in height and direction.  The Control Box is standard equipped with a remote 
start-stop and emergency stop controls.  These remote controls provide an option to operate the stripper and system without leaving 
the coiling station. 
 

COILING 
Maximum wire coil lengths are completely wire dependent.  Wire lengths will vary on wire type and outer diameter size and wire 
rigidness. Ultimately the longest coil length is determined by wire O.D. size or when the coil has a maximum weight of 75 lbs (34kg).
 

MODEL 16800  
The pan has a 24 in (609mm) diameter and is 6.25 in (159mm) deep. The Coiling Station can typically coil wire lengths between 6 to 
200 foot long (1.8m up to 60.9m) wires with a wire Outer Diameter of .250 in (6.3mm).   
 
 

MAXIMUM COIL LENGTHS 
Wire size dependent or  

Maximum coil weight of 75 lbs (34 kg) 
 

Single Stranded Conductor  
 

Solid Conductor 

 
Multi-Conductor 

 
Parallel Conductor 

 
Flat Cable 

 
COAX 

 
Fiber Optic 

 
SPARE PARTS AND OPTIONAL TOOLING 

 

 

SPECIFICATIONS REQUIRED INTERFACE KITS 
PAN DIAMETER 24 in (609mm) 

• A modified keyboard assembly for your 
stripper is supplied along with installation 
instructions. 

PAN DEPT 6.25 in (159mm) 

MAXIMUM  
COIL LENGTH 

Maximum coil length will vary, until coil reaches a 
maximum weight of 75 Lbs (34 Kg) 
Typical Coil lengths based on a wire with 
.250”(6.3mm) outer diameter are 6 to 200 foot long
(1.8m to 60.9m) 

MAXIMUM COIL 
WEIGHT 75 lbs (34 kg) 

POWER 
REQUIREMENTS 

115 VAC, 50/60Hz, 5 Amps 
230 VAC, 50/60 Hz, 3 Amps 

DIMENSIONS 
  
38 in H x 24 in D x 24 in W 
(610mm) x (610mm) x (965mm) 

 WEIGHT Shipping: 365 lbs. (166 kg) 

OPERATING FLOOR 
FOOTPRINT 48 in(1219mm) Wide x 48 in (1219mm) Deep  

 


